
13/31/15

PRODUCT SPECIFICATIONS

Contractor LE 50' SRD #727650LE

Features

∙  Load‐indicating swivel carabiner with 3,600 lb. gate.

∙    7/32 Galvanized steel cable for added cut resistance

Material Specifications

Cable: 7/32" galvanized steel

Connector: Alloy Steel; Min. 5,000 lbs. tensile strength

Connector Gates: Alloy Steel; Min. 3,600 lbs. front load and

side load

Performance Specifications

Tensile Strength: 3,000 lbs.

Max. Capacity: 310 lbs.

Maximum Arrest Distance: 54"

ANSI  Class B

Relevant Standards

OSHA: CFR1926.502, CFR1910.66

ANSI: ANSI Z359.13, ANSI Z359.14‐2014

Warnings

∙ Read, understand and follow all labels and  instructions prior to use.

∙ Inspect before each use.

∙ Remove from service if there is evidence of damage or excessive wear.

∙ Never attach a Restraint Lanyard to the front or side D‐Rings.

∙    May be used as a traditional SRD for overhead anchorage 

options or in below harness D‐ring anchorage conditions

∙    Dual energy absorber system – internal inertial brake and    

external shock pack 

UNDERSTOOD PRIOR TO USE.  FAILURE TO READ AND FOLLOW ALL PRODUCT WARNINGS AND INSTRUCTIONS COULD RESULT IN SERIOUS INJURY OR DEATH.
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